





“U.S.” TILE FLOORING 
Its Characteristics and Uses 
With Fofty Wustrations in Color 





Characteristics of “U.S.” Tile Flooring 


played a highly important part in the schemes 

of buildings. In the choice of flooring materi- 
als marble effects, because of their natural beauty 
and coloring, have been favored and sought after. 


Today, in “U.S.” Rubber Tile Flooring, architects 
and builders have at their disposal an ideal flooring 
material which combines the advantages of other 
floorings with none of their disadvantages. ‘‘U.S.” 
Tile has the sanitary features of hard tile, being 
non-absorbent and easily cleaned; the beauty and 
comfortable resilience of rugs or carpets; the wear- 
ing qualities of marble. 


Foss earliest times floors and floorings have 





Animal Tiles: inlaid motifs illustrating inset possibilities 


“U.S.” Rubber Floors were first laid in 1897, the 
United States Rubber Company being the pioneer 
in the development and production of this type of 
material. The years of progressive experience since 
then have made it possible to offer “U.S.” Tile as 
it is today—a flooring of unusual decorative effect 
combined with maximum service. 


The “U.S.” Flooring Line is complete in every 
respect, including special lines for every purpose: 
Standard “U.S.” Tile, ‘U.S.’ Tile ‘Cushion 
Back,’? USCO Sheet Flooring, “U.S.” Stair 
Treads, Mats and Mattings, Thresholds, Cove 
Bases, Plinth Blocks, Wainscoting, Wainscot Caps 
and Angles, etc., and special floorings for busses, 
street cars, etc. 


LAYING “U.S.” TILE FLOORS—U.S.” Tile 
Floors may be laid over concrete or wood sub- 
flooring. All installations are made by our own men 
using our improved methods of laying. This ensures 
proper installation and makes possible our broad 
guarantee. See ‘“‘Specifications”’ for floor conditions 
under which “U.S.” Tile may be laid. 


SIZES OF TILES AND STRIPS: COLORS— 
“U.S.” Tile is made in six standard sizes: 6’’ x 6’, 
Ox 0% 12" 12", 187 Se 18",°6 x12": 0" & 18”. 
There are three thicknesses: 34’; 14’’, 36’. 


There are 39 distinct patterns of tile, 10 solid colors 
and 29 mottled tones. Besides tiling, all patterns can 
be furnished in the form of strips or runners in any 
width up to 40” and lengths up to 19’’feet. 


DECORATIVE © ADAPTABILITY — The full 
range of colors and tones of ‘“‘U.S.”’ Tile are at the 
head of the inside of this sheet: below them are illus- 
trated 16 simple combinations of these tiles. 


The broad range of colors and sizes of tiles makes 
possible an unlimited number of combinations to 
create floors in fullest harmony with any interior. 


DURABILITY: SANITATION—With proper care 


' ‘the life of “U.S.” Tile approaches permanency: it is 


the most durable soft-type flooring on the market. 
It makes a sanitary floor because the tiles; them- 
selves non-absorbent, are cemented tightly together 
with waterproof glue when laid: there are no cracks 
or seams to accumulate dirt or germs. The finished 
floors are easily and quickly cleaned. The tile is 
highly resistant to acid. 


RESILIENCE: QUIET—Being made of rubber, 
“U.S.” Tile is naturally resilient and restful under- 
foot. A quiet atmosphere is assured: traffic noise 
reverberations are eliminated. In churches, thea- 
tres, etc. “U.S.” TileFloors will materially improve 
audition and acoustic conditions. 


MAINTENANCE COSTS—The first cost of a 
“U.S.” Tile Floor is virtually its only cost. It re- 
quires no special treatment, simply washing when 
necessary. Ink, blood, acids, matches,” lighted 
cigars, etc., leave no permanent marks. Chairs or 
other movable furniture leave no indentations be- 
cause of the tough resiliency of the tile. 





Beauty, quiet and emblemism led to the selection of 
“U.S.” Tile and the pattern plan for this floor of a 
Masonic lodge room : 


























THE GUARANTEE—“We guarantee ‘U.S.’ Tile 
Flooring to be. free from defects in’ material and 
workmanship. This includes defective or improper 
laying.” 


This broad guarantee is possible because we both 
manufacture and install our. own.material. The 
United States Rubber Company is the largest 
grower, manufacturer and distributor of rubber and 
rubber products in the world. Direct branches are 
centrally located in all parts of the country, and at 
each branch there are maintained skilled workmen 
trained in our improved method of laying tile floors. 
This erisures proper handling of the varied condi- 
tions found in different types of buildings. 


“U.S.” TILE “CUSHION BACK”—For light 
traffic conditions a cushion back tile of special con- 
struction has been developed. The face is of regular 
“U.S.” Tile compound, the back a special black 
cushion compound. The price is materially less than 
that of the standard line and, for the services for 
which it is recommended it is entirely satisfactory, 
giving many years of service. In decorative effect 
it is identical with the regular line. 


USCO RUBBER SHEET FLOORING—USCO 
Rubber Sheet Flooring is particularly adapted to 
covering small floor areas. The wearing surface of 
USCO is an extremely tough stock richly colored: 
the foundation sheet is a soft, springy black stock. 
Vulcanization unites these two layers into one solid 
seamless uniform sheet of maximum durability and 
cushioning resilience. Available in a wide variety of 
designs and solid colors. 


WAINSCOTING—An interesting development in 
the use of “U.S.” Tile is its application, both in 
tile and panel form, to wainscoting. Unusually 
beautiful and practical effects are obtained: instal- 
lation on smooth walls is simple and floor loads 
materially reduced. ‘U.S.’ Wainscoting is 3¢’’ 





Wainscoting in “U. S.” Tile: a growing use because of 
‘ the attractive effects possible 


thick, is made from the regular tile compound, and 
will last a lifetime without refinishing. A special 
U.S.’ Wainscot Cap” (moulding) is furnished to 
finish off the installation. 


STAIR TREADS—Noiseless, safety, beauty and 
wearing qualities make “U.S.” Stair Treads the 
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In this impressive entrance “U. S.” Stair Treads serve 
both warmly decorative and protective purposes 


perfect covering for stairs subject to heavy traffic. 
Made from special stock with moulded nosings of 
“U.S.” Tile compound: attached to wood or stone 
by cementing—no drilling: installed with or without 
metal nosings. 12 standard colors; special designs 
available but plain bodies with simple band borders 
recommended. For indoor stairs we also make a 
complete line of corrugated treads. 


MATS AND MATTINGS—For many years the 
“U.S.” line of mats and mattings has been known 
for exceptional quality. Made in perforated, cor- 
rugated, pyramid, and knob types; flexible, noise- 
less, easy to clean, sanitary, long wearing; particu- 
larly practical for corridors and other heavily 
trafficked floors. Available in varied colors; special 
inserts of lettering or designs to order. 


TABLE AND DESK TOPPING—Specially fitted 
sheets of “U.S.” Tile are being extensively used for 
table and desk topping in offices, showrooms, 
schools, etc. The effect is both decorative and pro- 
tective. In laboratories it is especially applicable 
because of its acid-resistant qualities. 


SPECIAL INFORMATION: PRICES—Estimates 
on any installation are sent promptly on receipt of 
inquiries. Requests for quotations should be accom- 
panied by a sketch or blue print of the space to 
be covered showing all dimensions, with description 
of the floor over which the tile is to be laid. 


Prices of installations are governed by the size and 
location of the installation and the type (and 
thickness) of the ‘U.S.’ Tile to be used. Prices are 


moderate, the lowest consistent with quality of 
material, workmanship and service. Requests for 
estimates or special information are invited. 


Specifications for “U.S.” Tile Flooring 


HEREVER indicated on drawings or in 
VV rooms and spaces herein specified, the 
flooring shall be “U.S.” Tile Flooring, as 
manufactured and installed by the United States 


Rubber Company, 1790 Broadway, New York 
City. 


IF OVER CONCRETE—Wherever “U.S.” Tile 
Flooring is to be installed, the concrete sub-floor 
shall have a top layer, 14% 
inches thick, composed of 
one part Portland cement 
and two parts clean 
screened sand, trowelled 
to a smooth finish, free 
from all waves and irreg- 
_ularities. This top layer 
shall be finished below the 
required floor level the 
thickness of the “U. S.” 
Tile specified. 


All concrete sub-floors to 
be. covered with ‘U.S.” 
Tile shall have no admix- 
tures whatever in their 
composition, but shall be 
strictly in accordance 


WOOD BASE FOR BACKING 


"U.S? SANITARY COVE BAS 
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All concrete surfaces, on or below grade, shall be 
waterproofed with the membrane system, where 
“U.S.” Tile is to be installed. This waterproofing 
shall be included in masonry walls to a point above 
grade. 


IF OVER WOOD FLOORS—Wherever “U.S.” 
Tile is to be installed, the under floor shall be kiln 
dried, hard wood, laid in tongue-and-groove floor- 
ing, not more than three 
inches wide, tightly driven 
in and blind nailed over 
centers not exceeding 16 
inches. All irregularities 
of surface shall be planed 
down to present a smooth 
face. 


4 COVE BASE — Where 
=< cove base is to be installed 
> with “U.S.” Tile on con- 
crete floors, there shall be 
a solid wall backing rising 
at a 90-degree angle with 
the floor. The juncture 
of the concrete floor and 
wall must be absolutely 
even with no signs of 
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with the standard speci- CONCRETE SUBFLOOR SMOOTH TROWEL FINISH raggedness. Firring strips 


fications of the Cement 

Makers Association. The concrete floors to be cov- 
ered are not to be subsequently treated with any 
hardeners, paint, or surface coats of any kind. 


All lines struck upon the surface of the concrete 
shall be filled in before laying “U.S.” Tile. All 
concrete shall be absolutely dry, clean, and free 
from foreign material before installation of flooring. 
Frozen concrete shall not be considered a satisfac- 
tory sub-floor unless its scale surface is removed 
and it is refinished with at least 114 inches of new 
top layer, as specified above. 


shall be placed to come 14 
inch below the top of the cove base to be installed. 


SPECIAL NOTE—No sub-floor of concrete or 
wood is acceptable unless it is smooth, DRY and 
level. Basements, spaces below grade, or laid di- 
rectly on the ground are apt to be damp, and 
therefore are not suitable for the installation of 
“U.S.” Tile. Public kitchens and laundries, spaces 
behind restaurant counters and soda fountains 
should not be covered with this type flooring. Sub- 
floors that are rough, due tocracking or crumbling of 
concrete, or warping of boards, are not acceptable. 


United States Rubber Company 


1607 Washington Avenue, St. Louis, Missouri 




























T-40 Brown-white-gold T-49 Lt. Blue, White 


mottling mottling 








T-9 Lt. Gray- T-26 Plain Dark Green 


mottl 














ve are shown 33 of the standard colors and available in six sizes of tile from 6” x 6” to 18” x up to 40” wide. Utilizing t! 
18”, both square and oblong shapes, and in strips limit to the number of floor 
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T-35. Square design: T-15 and T-36 laid alternately; border T-36. 





Square design: field T-4 < 








Herringbone: field T-38 spotted with T-37; border T-37. 


T-4 and T-19%4 alternating; border T 
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xray-black T-43 Dk. Blue, Gold-white T-39 Tan-white-gold T-46 Red, Gold-white T-38 Gold-white-red 
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7 Cream, Heavy Red- T-50 White, Lt. Blue T-8 Dk. Gray-black-white 
black mottling mottling mottli 
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the full range there is no are shown 16 simple schemes. Note: While these re- Tiles, we cannot guarantee that every tile of a giv: 
x patterns possible. Below productions showaverage samples of “U.S.’’Flooring pattern will be absolutely identical « & 























Diagonal design: field T-1014 and T-13; border T-13 Diagonal design: field T-4, T-9, T-36; border T-35. 








design: field T-38 spotted ‘‘one to thre T-37 Spot design: field T-9 spotted ‘‘one to three’ with T-4; 
feature border T-37, border 7 3 


strip T-4; border T-9. 




















T-6 Lt. Gray-white T-24 Plain Gray 





T-35 Black-white-red T-4 Reddish brown-blac 
mottling white mottling mottling 





T-13 Black-white mottling 





Square design: field T-9 and T-13; border T-13. 





T-46 Diagonal design: field T-39 and T-40; border T-37. 














~~ COLOR CHART 


‘U.S: TILE FLOORING 





These accurate reproductions, 
in full color, are designed to 
assist the architect or builder 
to visualize the effects obtain- 
able with this modern floor 
covering of rubber «~~ ™~& 


G)) Rubber Company 
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United States 


1607 WASHINGTON AVENUE 
ST. LOUIS, MO. 
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blue, with white mottlin T-50 — White, with light blue mottling. 


eins, 








The reproductions herein represent the 

of flooring. We can not guarantee that 

the same color and mottling design. 
the reproduc: 


T-27— Cream : T-25— Light Green 


T-21— Red T-30 — Light Blue 





Rubber Company 


verage running of these types or styles 
ery tile in a run will have absolutely 
2y will, however, closely approximate 
ons shown. 


T-26— Dark Green 


T-31— Dark Blue T-22 — Brown 


T-51 — Dark blue, with white mottling. 


rk green, with white mottling. 


T-1014 — White, with black mottling. 
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“T-13 — Black, with white mottling. T-6 — Gray, with white mottling. 





T-7 — Gray, with black mottling. 


T-23 — Black, solid color. 








th white and gold mottling. 
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T-47 — Cream, with black and 











T-41 — Buff, with black mottling. 





T-37 — Black, with gold mottling. 














EIGHTEEN 
LAYOUT SUGGESTIONS 
FOR 
‘U.S! TILE FLOORING 





United States (QI) 





Rubber Company 


1607 WASHINGTON AVENUE 
ST. LOUIS, MO. 



































FOUR RECTANGLE 
WITH SMALL INSERT 
“‘BASKETWEAVE" 
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| FOUR SQUARE UNIT 
; WITH SMALL INSERT 
“BASKETWEAVE" 
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lll rnd Dm : WITH PLAIN BORDER 








ASHLAR LAID 
ON DIAGONAL 

















11! GU 7/77 ee 
Y Ye a 


| “FOUR SQUARE UNIT. 
“tT WITH DIAGONAL INSERT 
LAID SQUARE 








ONE TO THREE 
(, Laid on the Square) 
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SPOT DESIGN 
ONE TO SEVEN 
(Laid on the Square) 
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Cove Base 


Mold 5941-6" —3¢"” 
Mold 5928-6”—14”” 
Mold 5940-4"—3¢’" 
Mold 5925-4”—14"" 


HAIRLINE JOINTS SEALED 


A e ete IN 
CONCRETE SUBFLOOR SMOOTH TROWEL FINISH 
Cross Section of Wall Showing Cove 


























Cove Base External Angle Cove Base Internal Angle 
Right Mold 5930-6” Right Mold 5929-6” 
Right Mold 5927-4” Right Mold 5926-4” 
Left Mold 5964-6” Left Mold 5963-6” 
Left Mold 5962-4” Left Mold 5961-4” 
——— 
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Straight Base 
Mold 5975 


Cove Base 
Mold 5947 



















































































Plinth Block Plinth Block 
(Right or Left Hand) Right Mold 5957 
Mold 5968 Left Mold 5958 














































































































Plinth Block 
Plinth Block 3 Sig keds tus Mullion Plinth 
Mold 5965 Left Mold 5951 Mold 5950 

















PLASTER FINISHED 
APPROX. ¥4" THK 


STD. LATH. gas, 


BROWN COAT PLASTER 
TROWEL P sapcad ay 
APPROX. THK 
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Wainscot Cap 
Cross Section of Wall 


Showing plaster facing and location of furring 
strips for installing ‘‘U. S.’’ Tile Wainscot 





























Elevation of ‘‘U. S.’’ Tile Wainscot 





Elevation of ‘‘U. S.’’ Tile Wainscot 
Showing External Corners 









































Elevation 
Showing ‘‘U. S.”’ Tile Wainscot, Sheet Form, 














with Cap, Angles, Feature Joints, and Cove Base 
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Wainscot Angles 


External and Internal 





Mold 5972 





















































i Wainscot Corner Wainscot Cap 
: External and Internal : Mold 5954 


Mold 5967 



















Internal Wainscot Cap Angles 
Mold 5974 





Cove Base 
Mold 5960 








Threshold 
Mold 5956 
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External Wainscot Cap Angles 
Mold 5973 


Cove Base 
Mold 5944 








Threshold 
Mold 5966 





Vs Garonne 


“te 


Reducing Strip 
Mold 5969 








Threshold 
Mold 5971 





Molded ‘‘U. S.’? Tread and Riser 
Mold 5953 











Detail of Molded ‘‘U. S.’’ Tread and Riser 
Mold 5953 
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